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TC-3400
PID Temperature Controller

DIMENSIONS AND CUTOUT

PART NUMBER AND ORDERING

34 - x x x - x x - x x x
Input voltage
0: Universal AC - 85 to 264Vac, 47 to 63 Hz
4: 12/24Vdc - 12 to 40Vdc, 20 to 28Vac

Functions
2: Heat/Cool -No relay
3: Cooling with relay (package defined below)
4: Heating/Cooling with relays (package defined below)

Switching Volts & Amps
A: None, drive signal only - no relays
B: Cool only, VAC switching, 120/240Vac, 10 Amps
C: Cool Only, VDC switching, 0-100 VDC, 12 Amps
D: Cool Only, VDC switching, 0-100 VDC, 20 Amps
E: Cool Only, VDC switching, 0-100 VDC, 40 Amps
F: Heat/Cool, VDC switching, 0-100 VDC, 12 Amps
G: Heat/Cool, VDC switching, 0-100 VDC, 20 Amps
H: Heat/Cool, VDC switching, 0-100 VDC, 40 Amps
I: Heat/Cool, Heat: 120/240 VAC, 10 amps Cool: VDC switching, 0-100 VDC, 12 Amps
J: Heat/Cool, Heat: 120/240 VAC, 10 amps Cool: VDC switching, 0-100 VDC, 20 Amps
K: Heat/Cool, Heat: 120/240 VAC, 10 amps Cool: VDC switching, 0-100 VDC, 40 Amps
L: Heat/Cool, Heat: 0-100 VDC, 12 Amps  Cool: VAC switching, 120/240 VAC, 10 amps
M: Heat/Cool, Heat: 0-100 VDC, 20 Amps  Cool: VAC switching, 120/240 VAC, 10 amps 
N: Heat/Cool, Heat: 0-100 VDC, 40 Amps  Cool: VAC switching, 120/240 VAC, 10 amps
O: Heat/Cool, Reverse Polarity, 0-100 VDC, 12 Amps
P: Heat/Cool, Reverse Polarity, 0-100 VDC, 20 Amps
Q: Heat/Cool, Reverse Polarity, 0-100 VDC, 40 Amps
R: Heat/Cool, VAC switching, 120/240 VAC, 10 amps

Sensor
0: None
1: 3- Wire RTD - RTD-Probe
2: T type thermocouple (ring mount)

Communications
0: Basic communications used with standard EZ Zone Configurator allows the user to configure all the set up parameters including the ability to change set point, monitor

the process temperature and initiate an Auto Tune
1: RS-232 complete communication for use with standard EZ Zone Configurator and optional SpecView or third party software, includes RS-232/RS-485 adapter
2: RS-485 complete communication for use with standard EZ Zone Configurator and optional SpecView or third party software

Options




